
EXIT SIGN
 STANDARD EMR  RECESSED



EXIT SIGN

L W H

DESCRIPTIONS :

APPLICATIONS   : Schools, offices and passages, hospitals, parking and malls

EM R [REC/METAL] NM-3hr T5-1X8W 410 125 90

CODE

RECESSEDSTANDARD EM R 

L W

H

OPTIONS:
- Emergency duration for 1.5 Hrs.
- High frequency (HF) electronic control gear for central battery systems (CBS) compatibility

SPECIFICATIONS :
Mounting	 :	 Ceiling recessed

Lamp Configuration	 :	 8W T5 

Lamp holder	 :	 G5

Optics	 :	 Prismatic/Opal PMMA diffuser

Control Gear Type 	 :	 EM Backup Kit
		  HF Electronic Ballast

Operating Mode	 :	 Non Maintain

Voltage Rating/ Freq.	 :	 220-240V / 50-60 Hz

Degree of protection	 :	 IP 40

Internal Wiring	 :	 0.5 mm sq solid copper wire PVC 	
		  105 deg C	

Cable entry	 :	 Side or rear cable entry

Cable connection	 :	 Terminal block, 3-pole, screw type 

Conformity	 :	 IEC 60598 / SASO 1318

STANDARD EM R is a ceiling recessed emergency light of 0.6 mm steel housing finished with 3-stages pretreatment electrostatic 
powder coating with Non-Maintained (NM) 3 hrs Emergency Kit (1.5 Hr. as option). This type is suitable for all ceiling types.  

EM R        [REC/METAL]        NM    3hr      T5       1x18W 

Product category
Mounting(Wall/Metal)

M/NM/HF

Lamp Configuration

Light source
Duration (3 hr/1.5 hr)

Ordering Example
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