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LED FLOOD LIGHT- FLD02X

IP66
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This electrical product MUST be recycled
in accordance with WEEE Directive.

Class 1 -
This product should be Earthed.

Installation Instructions :

01. Product should be handled by care with person has experience in lighting unit
installation.

02. Only the proper working voltage & frequency (as indicated in product sticker & data
sheets) Should be applied.

03. Handle with care product sensitive components such has aluminum louver & reflectors.
04. Be sure that product is not connected to supply during any installation activities.

05. Test the product after finalizing installation by connecting to proper supply & confirm it is
Working well. If not kindly check the installation instruction again.

06. Re tight all screws & brackets again after installating light source to keep the IP rating.

Maintenance Instructions :

01. Apply maintenance activities in case of lamp replace or periodic maintenance programs.

02. Remove cover or louvers with care using soft gloves & keep in clean place till re install
again after maintains activities.

03. Change light source with same specified type.

04. Clean the inner part using soft cloth & not allowed to use any chemicals, that can affect
the Painting & decrease life time.

05. Re tight all screws & brackets again after installating light source to keep the IP rating.

Instructions For How to Clean Debris if Accidental Broken :

01. Do not use a vacuum cleaner to clean up the breakage. This will spread the small
broken parts and dust throughout the area and could potentially contaminate the vacuum.
02. Keep people and pets away from the breakage area until the cleanup is complete

03. Ventilate the area by opening windows, and leave the area for 15 minutes before
returning to begin the cleanup. Mercury vapor levels will be lower by then.

04. For maximum protection and if you have them, wear rubber gloves to protect your hands
from the sharp parts

05. Carefully remove the larger pieces and place them in a secure closed container,
preferably a glass container with a metal screw top lid and seal like a canning jar.

06. Next, begin collecting the smaller pieces and dust. You can use two stiff pieces of paper
such as index cards or playing cards to scoop up pieces.

07. Put the area with the sticky side of duct tape, packing tape or masking tape to pick up
fine particles. Wipe the area with a wet wipe or damp paper towel to pick up even finer
particles.

08. Put all waste and materials into the glass container, including all material used in the
cleanup that may have been contaminated with mercury.

09. Remove the container with the breakage and cleanup materials from yourplace. This is
particularly important if you do not have a glass container.

10. Continue ventilating the place for several hours.

11. Wash your hands and face.

Attention :

01. Please use it in strict accordance with the instructions.

02. Do not replace parts and rebuild lamps Note: Please be sure to cut off the power before
installation to prevent electric shock!

03. In order to ensure the normal operation of the product, please use the power supply with
the voltage within the indicated range.

04. Please follow the correct installation steps to install this product.

05. Disconnect the power supply when installing or removing the product to avoid the risk of
electric shock.

06. Do not look directly at the LED light source for a long time. High-intensity light sources
may cause eye damage.

07.When you find the following problems, please ask a qualified electrician for repair
service. Do not disassemble it at will:

a) When the product produces an odorous gas, makes an abnormal sound, or unusually
flickers.

08.Working Environment : -40 - +50
Working Humidity : 30% - 85%
09.Unpacking inspection :

a. Open the package and check the product carefully.

b. If you find any damage to the product, please keep the package and contact our company
in time.

Please do not try to use a damaged product.

Storage Temperature: -30 - 65
Storage Humidity : 10% - 90%

IK08 IP66

Protected against direct sprays of
water up to 15 ° from the vertical.
08 ik_08

Protected against solid objects that
are bigger than 1mm and water
splashing from all directions.
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SPECIFICATIONS : :Olawslgall
Model Weight Wattage Lumen Driver Type Color Temoerature w D H \
LED - FLD021 - 50W 3.5Kg 50W 6500 Lm Constant Current LED Driver 3000K/4000K/6500K 250 mm 60 mm 315 mm
LED - FLD021 - 70W 35Kg 70w 9100 Lm Constant Current LED Driver 3000K/4000K/6500K 250 mm 60 mm 315 mm
LED - FLD022 - 100W 4.5 Kg 100w 13000 Lm Constant Current LED Driver 3000K/4000K/6500K 300 mm 70 mm 380 mm T
LED - FLD023 - 150W 4.5Kg 150W 19500 Lm Constant Current LED Driver 3000K/4000K/6500K 300 mm 70 mm 380 mm a]
LED - FLD024 - 200W 7.5Kg 200W 26000 Lm Constant Current LED Driver 3000K/4000K/6500K 370 mm 80 mm 470 mm .I.
LED - FLDO025 - 300W 13.5 Kg 300W 39000 Lm Constant Current LED Driver 3000K/4000K/6500K 440 mm 100 mm 565 mm
D w
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Installation Drawing: i) Slasa)

Note: The mounting base must be able to withstand 10 times the weight of the
product.

1. Open the package and check whether the radiator, lens, lamp body, bracket, etc. are
damaged, ensuring that the completion does not affect the quality of the whole lamp
and installation.
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c) Two three-core wire heads are respectively
accessed from 1 and 3. In the position of 2, the screws
are fixed with L N and ground wire respectively, then

2. According to the screw hole position and hole b.) Install the lamp body to adjust the illumination the terminal is tightened and the installation is

distance of the lamp holder, or confirm whether the angle, the lamp body is adjustable by 360° completed.

original installation hole position matches the hole . R

position of the lamp, install the expansion screw. ez ¢ sl Gl sl zlucell euus cudi (o oo Jlodll GLe sloill MU MYl oo rawl) Juogi ol (2
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a.) Fix the bracket screws to adjust the installation el Jrogill Glol U3 =iy cuipill o o)Vls Jsleilly
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Troubleshooting: o ) ) ] $Lgadla) 5 plladd) i)
If it is not used improperly, please confirm whether it is caused by the following reasons. If e 155 Y 1) AN ) s e s S 13 e 2S¢ naa o IS adlaiid oy o3 13
you still cannot solve the problem after taking the instructions, please stop using and contact < da e (e JLails Bl o2 ¢ Sl ST AR s e 8
a qualified electrician. A jrae Jpdl 3 o Y gleadll. 01
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The lamp does not emit light after the power is turned on. AL e JlS s glaall (20 52,02
Disconnect the power, please check if the wire is off 2 i) o A jrae ol G GRats AL jaan Juadl

The lamp flashes after the power is turned on.
Disconnect the power and check that the power supply is in good contact.
Have a qualified electrician check if the power supply voltage is lower than required.
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Head office

Malaz - Salahidin Road
P.O Box 1246 Riyadh 11431

Tel : +966 11 477 77 00
Fax: +966 11 4789469

ContactUs@noortek.com

Western Region Office

Tahliya Street
P.O Box 20798 Jeddah 21465

Tel : +966 12 6650888
Fax: +966 12 6633413

www.noortek.com

Eastern Region Office

King Abdulaziz Street
P.O Box 8492 Dammam 31482

Tel : +966 13 8336509
Fax: +966 13 8329065



