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PROLINE Rd 50 LED

SPECIFICATIONS 

Mounting Ceiling recessed

Lamp type LED SMD Chips

Voltage rating/ freq. 220-240V / 50-60 Hz

Driver Integrated Constant Current LED driver

Power factor >0.95

Degree of protection IP 40

Light controller Opal PMMA diffuser

Standard color temp. 3000K/4000K/6500K

Operating temperature -10 : 40oC

Rated lifetime (L70) 50,000 Hrs (@25C°)

Housing Extruded aluminum with die cast aluminum 
end caps

LED INDOOR

PHOTOMETRIC DATA DIMENSIONS

DESCRIPTIONS

APPLICATIONS

The PROLINE Rd50 is the new slim Recessed LED lighting system 
that provides an ultra narrow luminaire which can be configured in 
a multitude and different ways by all concepts. Its clever yet simple 
design enables the lighting designer to create unique lighting solution 
without compromising on lighting performance. This family can be 
installed individually or as a continuous line.

Offices, meeting rooms, conference halls other similar applications

CODE Wattage Lumin IP Rate Standared Color Temp. L W H

ProLine Rd 50  12W  LED 12W 1200LM IP40 4000K 610 50 35

ProLine Rd 50  12W  LED 12W 2400LM IP40 4000K 1210 50 35

ProLine Rd 50  24W  LED 24W 2400LM IP40 4000K 1210 50 35

ProLine Rd 50  36W  LED 36W 3600LM IP40 4000K 1210 50 35

ACCESSORIES

OPTIONS:
Dimmable Driver 1 -10 / DALI
Backup Emergency Kit 1H/3H (Remote Box)

Technology SMD

Connector T Connector L Connector X Connector IL End Cap without hole Straight joiner
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