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Housing : Die cated aluminium with anti UV 

  powder coating

Color Temperature : 3000K/5600K

Light Controller : Anodized aluminium reflector
  Tempered protection glass

Light Source : COB LEDs

Color rendering index :  Ra ≥ 80

Operating Temperature :  -20 : 45oC

LED Driver (include)(LED) :  HF electronic LED driver

Input : 100-240V AC 50/60Hz

Rated life hours :  35,000- 50,000H

Protection Degree : IP 67

GENERAL SPECIFICATIONS :

LED DOWNLIGHTS

The D10X is a waterproof recessed LED downlight series with die-cast aluminium body in powder coating widly applied in 
canoby, out door courtyard and ceiling of indoor swimming rooms. By using high efficiancy and low enargy consumptions and 
long life COB LEDs with IP 67 these fetures make it heavy duty unique series for wet locations.

Canoby, outdoor courtyard and ceiling of indoor swimming rooms

DESCRIPTIONS :

APPLICATIONS   :

LED-D10X
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LED DOWNLIGHTS

CODE D H

LED Power : 7.5W 12W

Light Source type : COB LEDs COB LEDs

Beam angle : 25°/ 45° 25°/ 45°

Color Temperature : 3000K/5600K 3000K/5600K 

Light output :  560LM/780LM 810LM/1120LM

LED driver :  Constant current Constant current

LED Power : 18W 26W

Light Source type : COB LEDs COB LEDs

Beam angle : 30° 30°

Color Temperature : 3000K/5000K 3000K/5000K 

Light output :  1800LM/2100LM 2745LM/3230LM

LED driver :  Constant current Constant current

LED Power : 36W 50W

Light Source type : COB LEDs COB LEDs

Beam angle : 30° 30°

Color Temperature : 3000K/5000K 3000K/5000K 

Light output :  370LM/4070LM 4240LM/5150LM

LED driver :  Constant current Constant current

SPECIFICATIONS :
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CODE D H

SPECIFICATIONS :

OPTIONS:

Dimmable Driver 1 -10 / DALI
Backup Emergency Kit 1H/3H

CODE D H

SPECIFICATIONS :

LED-D101 - 7.5 W 130 160

LED-D102 - 12 W 130 160

67COB

LED-D103 - 18 W 186 185

LED-D104 - 26 W 186 185

67COB

LED-D105 - 36 W 220 248

LED-D106 - 50 W 220 248

67COB

LED-D10X


