
LED CM04X



LED CM04X

SPECIFICATIONS 

Mounting Ceiling recessed

LED module type SMD LED chips

Voltage rating/ freq. 220-240V / 50-60 Hz

Driver Electronic LED driver

Power factor >0.95

Degree of protection IP 54

Beam Angle 90°

Light controller PMMA diffuser

Standard color temp. 3000K/4000K/6500K

Operating temperature -10 : 40oC

Rated lifetime (L70) 50,000 Hrs (@25C°)
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LED DOWNLIGHTS

PHOTOMETRIC DATA DIMENSIONS

DESCRIPTIONS

APPLICATIONS

LED CM04X is a surface mounted ceiling light adopts high lumen SMD 
LED, PMMA diffuser with even light output. IP54 waterproof structural 
design, it is an ideal replacement for damp location.

Public areas such as stairway, lobby, reception, corridors etc.

Ø170mm 68mm

Ø133mm

CODE Wattage Lumin IP Rate Beam Angle Ø H

CM041-15W 15W 1500LM IP54 90° 170 68

CM042-18W 18W 1800LM IP54 90° 170 68

MOUNTING SYSTEM

OPTIONS:
- Dimmable Driver 1 -10 / DALI
- Backup Emergency Kit 1H/3H

Fasten ceiling light 
with screw to surface 
mount bracket

Technology SMD

Remove screw, take bracket 
apart from ceiling light.

Restore the power supply,  
switch on and test for correct 
operation.
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Position and fix bracket with 
screw to a suitable place on ceiling.
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