
: 3000K/4000K/5000KColor temperature

:  RaColor rendering index ≥ 80

:  (CE)LED driver (include)(LED)

:  Constant current LED driverLED-current (LED)

Input : 100-240V AC 50/60Hz

Operating temperature :  -20 : 40oC

: 50,000 Hrs (L70, Ta=25C°)Rated life hours

GENERAL SPECIFICATIONS :

LED DOWNLIGHTS WALLUX

:  3 SDCMColor temperature 
tolerance

:  WhiteTrim color  

:  Opal acrylic.Diffuser

:  Surface mounted device (SMD)LED chip type

:  IP44Ingress protection

:  IEC 60598 / SASO 1318Conformity

: Ceiling surfaceMounting

:   SMD LEDLight source

Beam angle : 60°
:    3000K/4000K/5000KColor temperature

Light output :    1320LM/1380LM/1510LM

:  Constant current LED driverDriver type

Power consumption :  Max 10W

DIMESNION :

Driven current                  :   500mA

SPECIFICATIONS :

Protection class: IP44!

PHOTOMETRICS  :

MOTION SENSOR :

ORDER CODE :

5.4W 25/40o

8.5W 25/40o

OPTIONS:
Emergency kit 1hr/3hrs

:   SMD LEDLight source

Beam angle : 60°
:    3000K/4000K/5000KColor temperature

Light output :    2715LM/2775LM/2905LM

:  Constant current LED driverDriver type

Power consumption : Max 20W

Driven current                  :   700mA

CODE D H

LED-WALLUX-10W 350    110

LED-WALLUX-20W 350    110

44SMD   PC


